NOPELF

241070
StealthLite™

Mémes caractéristiques que pour la StealthLite™ 2400, mais avec un ﬁ:{;&;anhlitem
module LED qui produit un puissant faisceau LED collimaté. La StealthLite™ - Zongg

2410Z0 LED™ Zone 0 résiste a la corrosion et aux températures extrémes
et est étanche. Elle est alimentée par 4 piles alcalines LR06 et certifiée par
ATEX Zone 20. Si vous souhaitez avoir les mains libres, vous pouvez
I'attacher a votre casque en utilisant nos fixations disponibles en option.

contact, ressort et
fixation

COULEURS

High Visibility Yellow

LIGHT SPECS

type d’ampoule

POWER

taille des piles
type de piles
nombre de piles
volts

POIDS

poids avec piles
poids sans piles

SWITCH

type de commutateur
modes d'éclairage

DIMENSIONS
longueur 7.00" (17.8 cm)
MATERIAUX
Corps Anti-static Impact Modified PC/PBT
joint torique Ethylene Propylene
lentille Anti-static PMMA
revétement Anti-static Impact Modified PC/PBT

Stainless Steel / Phosphore Bronze

LED

AA
Alkaline
4

6.0v

7.3 0z (207 gr)
3.7 0z (105 gr)

One-handed Safety Switch
On / Off
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AUTRES Document created on 10-27-26

Pack Minimum

Code de I'emballage B
\\A d 153
s 4 LUMENS
@ 5h 45mins
@ 6837cd
' IPX7

ACCESSOIRES
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